E C254 R Se r i es Sprockets and Technical Specifications

Split moulded sprockets are available.

EC254 R Series / Standard Sprockets Dimensions

Do B A
mm/inch | mm/inch | mm/inch

Round PRODUCT CODE

Bore (R)

mm/inch

Square
Bore (Q)

mm/inch

NO.TEETH Di

mm/inch

Round Type (R)

Square Type (Q)

Z8 520/2.05 670/2.64 6/0.24 30/1.18 25/1 25/1 MD-TR2545Q25Z8*POM MD-TR254SRZ8*POM
Z10 69,0/272 84,0/3.31 6/0.24 30/1.18 40/1.5 25-30/1-1.25 MD-TR254SQZ10*POM MD-TR254SRZ10*POM
712 858/3.38 1008/3.97 6/0.24 30/1.18 40/1.5 25-30/1-1.25 MD-TR254SQZ12*POM MD-TR254SRZ12*POM
Z15 110,8/4.36 1258/4.95 6/0.24 30/1.18 40/1.5 25-30/1-1.25 MD-TR254SQZ15*POM MD-TR254SRZ15*POM
216 119,1/4.69 134,1/5.28 6/0.24 30/1.18 40/1.5 25-30/1-1.25 MD-TR254SQZ16*POM MD-TR254SRZ16*POM
Z18 1356/5.34 150,6/5.93 6/0.24 30/1.18 40/1.5 25-30/1-1.25 MD-TR2545QZ18*POM MD-TR254SRZ18*POM
Z20 150,7/5.93 1673/6.59 6/0.24 30/1.18 40/1.5 25-30/1-1.25 MD-TR2545QZ20*POM MD-TR254SRZ20*POM

*Other sprockets and hub sizes are manufactured up to request. *PA (Polyamide) and PP (Polypropylene) sprockets raw material is available on request.
*Machined Split Sprockets are avaliable for each size.

Clamp

Machined Split Sprocket

Moulded Sprocket

Machined Sprocket
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EC254 R Series / Conveyor Frame Dimensions

Range (Bottom to Top)
mm mm mm mm
inch | om EXEN

EC254 R
238 605 8 1.15 29,2 1.55 394 1.95 49,5 1.94 49,2 0.43 11,0
3.07 780 10 1.46 37,1 1.77 45,0 2.60 66,1 2.25 57,1 0.43 11,0
374 950 12 1.76 44,8 1.97 50,1 3.24 82,3 2.55 64,8 0.43 11,0
470 1195 15 2.22 56,4 2.23 56,7 4.18 106,1 3.01 76,4 0.43 11,0
5.02 1275 16 2.37 60,2 2.38 60,5 4.46 113,2 3.21 81,5 0.43 11,0
5.71 1450 18 2.73 69,3 2.45 62,3 5.19 131,8 3.51 89,3 0.43 11,0
238 605 8 1.15 29,2 1.55 394 1.95 49,5 2.18 53,7 0.61 15,5
3.07 780 10 1.46 37,1 1.77 45,0 2.60 66,1 2.48 61,6 0.61 15,5
374 950 12 1.76 44,8 1.97 50,1 3.24 82,3 2.79 69,3 0.61 155
470 1195 15 2.22 56,4 2.23 56,7 418 106,1 3.25 80,9 0.61 155
5.02 1275 16 2.37 60,2 2.38 60,5 4.46 1132 3.46 86,0 0.61 155
5.71 1450 18 2.73 69,3 2.45 62,3 5.19 131,8 3.76 93,8 0.61 15,5

EC254 R Series / Sidewall Technical Specifications EC254 R Series / Flight Technical Specifications

_ Possible Flight Indents for EC254 R

Possible Sidewall Indents

Series

Standard, no module cutting - Standard, no module cutting 25,0 0.98
Standard, module cutting 37,5 1.48

Standard, module cutting 54,3 2.14
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EC254 R Series / Sprockets Arrangement

Standard Belt Width Number of sprockets per shaft A (mm/inch)

150,0 6.0 2 2 50/2 120/4.7
200,0 8.0 2 2 50/2 120/4.7
250,0 10.0 3 2 50/2 120/4.7
300,0 12.0 3 2 50/2 120/4.7
350,0 14.0 3 3 50/2 120/4.7
400,0 16.0 4 3 50/2 120/4.7
450,0 18.0 4 3 50/2 120/4.7
500,0 20.0 5 4 50/2 120/4.7
550,0 22.0 5 4 50/2 120/4.7
600,0 24.0 6 5 50/2 120/4.7
700,0 26.0 7 5 50/2 120/4.7
800,0 28.0 8 6 50/2 120/4.7
900,0 30.0 9 7 50/2 120/4.7
1000,0 32.0 10 7 50/2 120/4.7

Note: Number of sprockets depends on the belt load.

EC254 R Series / Collapse Factors per widths for EC254 R Serie

NelpN=SIaa ()l 2500 300,0 3500 400,0 4500 5000 550,0 6000 6500 7000 750,0 8000 8500 9000 9500 10000 1050,0 1100,0 1150,0 1200,0
NCIGNEEIAGCIGE(WEON 10.0 120 140 16.0 18.0 200 22.0 240 26.0 280 30.0 320 34.0 36.0 38.0 40.0 420 44.0 46.0 48.0
Collapse Factor 207 210 212 214 215 2796 217 218 218 219 219 219 220 220 220 221 221 221 221 221
IWINNGLEEECITE (GOl 517,5 6300 7420 8560 9675 1080,0 1193,5 1308,0 1417,0 1533,0 1642,5 1752,0 1870,0 1980,0 2090,0 2210,0 2320,5 2431,0 2541,5 2652,0
WLNLLGCIEREID (LN 20.7 25.2 29.7 34.2 38.7 432 477 523 56.7 613 657 708 748 79.2 836 884 928 97.2 101.7 106.1

Standard range of belt width and collapse factor ( Min. Inner radius = Collapse factor x Standard belt width )
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